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NEVER CUT HIGH VOLTAGE CABLES (ORANGE SHEATHING)

ALWAYS prepare full Personal Protection Equipment (PPE) when an Electric Vehicle (EV)’s high voltage components/cabling may 
be damaged with a risk of short-circuiting from a collision incident
PPE Should Include:
•	 Class 0 electrical insulating gloves
•	 Insulated clothing
•	 Safety goggles
•	 Electrical Hazard (EH) rated safety shoes or boots rated for a MINIMUM of 1,000 volts
•	 Non-conductive object approximately 5 ft (1.5m) long suitable for safely extracting someone in contact with high voltage
Failure to comply can result in serious injury or death.

The bus should be lifted or manipulated only if first responders are trained and equipped at the technician level per the applicable 
country’s national fire training requirements and are familiar with this bus’ lifting points.
•	 Tow hooks are designed for horizontal pulling only; NOT FOR LIFTING.
•	 Never come into contact with the High Voltage battery or other High Voltage components.
Failure to comply can result in serious injury or death.

Proper jacking procedures and basic safety measures must be observed: 
•	 Always check the serviceability of any lifting equipment prior to use.
•	 Lifting device must be of sufficient strength to handle the bus
•	 Surface must provide the necessary firmness to support the weight of the bus concentrated on the footprint of the jack
•	 Never move under a bus supported only by a hydraulic jack
Failure to comply can result in serious injury or death.

When a crash-damaged Electric Vehicle (EV) is exposed to fire, observe the following:
•	 PPE should include a Self-Contained Breathing Apparatus (SCBA) IN ADDITION to EV collision PPE
•	 Use large amounts of water to cool the high voltage batteries. 
•	 Use a thermal camera or Infrared (IR) temperature probe to identify hot spots
Failure to acknowledge can result in serious injury or death.

If water is not immediately available:
•	 Use CO2, dry chemicals, or another typical fire-extinguishing agent to fight the fire until water is available.
•	 Do NOT use foam type extinguisher.
Failure to comply can result in serious injury or death.
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Occupational Health and Safety Administration (OSHA) refers to an ARC Flash as a phenomenon where a flashover of electric

current leaves its intended path and travels through the air from one conductor to another or to the ground. The results are

often violent and when a human is in close proximity to the Arc Flash, serious injury and death can occur.

To prevent re-enabling, the Low Voltage Battery Disconnect Switch may be locked in the OFF position by inserting a nylon safety 
lockout padlock or equivalent through the switch loop and securing.

Fires in crash-damaged Electric Vehicles (EV)s could emit toxic or combustible gases. If gasses are present:
•	 Rinse exposed areas with large amounts of water for 10-15 minutes
•	 Open the bus doors to avoid build-up of gases
Failure to acknowledge can result in serious injury or death.

In the event of electric vehicle fire: Take appropriate measures to protect civilians downwind from the incident. 
•	 If possible, remove combustible materials from around the bus to prevent fire growth
Failure to comply can result in serious injury or death.

Do NOT handle a submerged bus without the appropriate PPE for water rescue. 
Failure to comply can result in serious injury or death.

The bus may be equipped with optional tow hooks located just inside the access openings of the front and/or rear bumper.

Moving the bus with the rear wheels on the ground and driveshaft not removed, even for a short distance, can cause the drivetrain 
motor to overheat and lead to irreversible damage of the motor and possibly start a fire.

After deactivation, the High Voltage system may take up to 10 minutes to de-energize. 
•	 Regardless of the disabling procedure you use, ALWAYS ASSUME THAT ALL HIGH VOLTAGE COMPONENTS ARE ENERGIZED!
•	 Do NOT secure the driveshaft to any High Voltage or Low Voltage wiring, cooling hoses, or brake lines.
•	 Do NOT cut, crush, or touch high voltage components.
Failure to comply can result in serious injury or death.

After towing, damaged buses should be isolated outdoors until inspected. Separate the bus from all combustibles and structures 
by a distance of at least 100 ft (30 m). Failure to comply can result in serious injury or death.
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Emergency Rescue Sheet

Emergency exits and Emergency window locations may vary based upon state specifications.

Do NOT cut into or penetrate the 
body BELOW this rub rail.

Emergency Exit Break to obtain 
access

Charge Port High Voltage 
LFP Battery

Disconnect High 
Voltage

Low Voltage 
Battery

Disconnect Low 
Voltage

High Voltage 
Component

High Voltage 
Power Cable

NEVER CUT HIGH VOLTAGE CABLES (ORANGE SHEATHING)

PPE Should Include:
•	 Class 0 electrical insulating gloves
•	 Insulated clothing
•	 Safety goggles
•	 Electrical Hazard (EH) rated safety shoes or boots rated for a MINIMUM of 1,000 volts
•	 Non-conductive object approximately 5 ft (1.5m) long suitable for safely extracting someone in contact with high voltage
Failure to comply can result in serious injury or death.



EMERGENCY RESPONSE GUIDE 

Blue Bird Vision Electric Bus:  Model Years 2026 to Present | 169” Wheelbase ONLY

169” Wheelbase Blue Bird Electric Bus
Emergency Response Guide
Document Version:  CV 141 kWh 05/2026

Blue Bird Corporation
402 Blue Bird Blvd
Fort Valley, Georgia 31030
www.blue-bird.com

2

1. Identification

An optional green bird with a cord streamer decal may be located above the entrance door 
and driver’s window on Blue Bird electric buses.

A decal with the words, Blue Bird and a bird logo may be located aft of the entrance 

door and/or on a plate affixed to the rear bumper. These may be omitted based 

upon state specifications.

Interior:	 All Blue Bird buses are equipped with a bird logo badge in the center of 

the steering wheel.

The 169” Wheelbase Electric Bus has a unique dash, seen below.

Exterior:	 All Blue Bird buses have a bird logo badge located on the front hood of the bus above the grille.
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Immobilization

1. Apply the parking brake.

The 169” Wheelbase EV is equipped with Hydraulic brakes. Apply park brake as follows:

		  Parking Brake Pedal:  Firmly press the parking brake pedal (located to the left of the service brake) to the floor.

2. Immobilization/Stabilization/Lifting

Stabilization/Lifting

Blue Bird buses should only be lifted at the axles using jacks of sufficient capacity. Place the jack securely under the axle at the spring 

or suspension beam. It is strongly recommended to additionally support the bus with blocks or jack stands under the frame rails 

when lifted.

Parking 
Brake Pedal

Pedal
2. Chock the wheels.

The bus should be lifted or manipulated only if first responders are trained and equipped at the technician level per the applicable 
country’s national fire training requirements and are familiar with this bus’ lifting points.
•	 Tow hooks are designed for horizontal pulling only; NOT FOR LIFTING.
•	 Never come into contact with the High Voltage battery or other High Voltage components.
Failure to comply can result in serious injury or death.

Proper jacking procedures and basic safety measures must be observed: 
•	 Always check the serviceability of any lifting equipment prior to use.
•	 Lifting device must be of sufficient strength to handle the bus
•	 Surface must provide the necessary firmness to support the weight of the bus concentrated on the footprint of the jack
•	 Never move under a bus supported only by a hydraulic jack
Failure to comply can result in serious injury or death.
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3. Disable Direct Hazards/Safety Regulations

If the bus is submerged in water, the High Voltage Batteries are designed to resist water intrusion following submersion.

There is low risk of electric shock from contacting the bus’s body or frame in or out of the water.

The High Voltage electricity is not grounded through the bus but is self-grounded through a separate system. This further prevents 

the danger of electric shock should one of the High Voltage wires be severed and brush up against the bus. This safety mechanism is 

in addition to the High Voltage Interlock Loop (HVIL) System detecting the severed cable and shutting the system down.

Shutting Down the Electrical System

The Low Voltage Battery Disconnect Switch is located on the rear wall of the battery 

compartment just below the driver’s window.

Perform one of the following methods to shut down the Electrical System.

ON
OFF/LOCK

ACCESSORY

START

Low Voltage 
Battery Compartment

1. Turn OFF the ignition and remove the key.

METHOD 1 - Driver’s Cabin and Under Hood Accessible:

2. Cut or Disconnect the First Responder Loop located under the hood	
	     near the power steering gear.

3. Once the bus is disabled, turn the Low Voltage Battery Disconnect	
	     Switch to the OFF position.

To prevent re-enabling, the Low Voltage Battery Disconnect Switch may be locked in the OFF position by inserting a nylon 
safety lockout padlock or equivalent through the switch loop and securing.

ON

OFF

- OR -
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ON
OFF/LOCK

ACCESSORY

START

1. Turn OFF the ignition and remove the key.

    METHOD 2 - Under Hood NOT Accessible:

2. Once the bus is disabled, turn the Low Voltage Battery Disconnect 	
	     Switch to the OFF position.

ON

OFF

To prevent re-enabling, the Low Voltage Battery Disconnect Switch may be locked in the OFF position by inserting a nylon 
safety lockout padlock or equivalent through the switch loop and securing.

Hazardous Material Emergency Cleanup

Following an EV accident/incident, contact your local and state authorities for more information regarding proper response and 

cleanup of hazardous materials.

METHOD 3 - Driver’s Cabin NOT Accessible:

1. Cut or Disconnect the First Responder Loop located under the hood	
	     near the power steering gear.

2. Once the bus is disabled, turn the Low Voltage Battery 		
     Disconnect Switch to the OFF position.

To prevent re-enabling, the Low Voltage Battery Disconnect Switch may be locked in the OFF position by inserting a nylon 
safety lockout padlock or equivalent through the switch loop and securing.

ON

OFF

- OR -
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4. Access to the Occupants

Emergency exits and Emergency window locations will vary based upon state specifications.

Do NOT cut into or penetrate the 
body BELOW this rub rail.

No-Cut Zones
Do not use extrication tools in the areas marked red..

Emergency Exit Break to obtain 
access

Charge Port High Voltage 
LFP Battery

High Voltage 
Component

High Voltage 
Power Cable

NEVER CUT HIGH VOLTAGE CABLES (ORANGE SHEATHING)

Do NOT cut into or penetrate the 
body BELOW this rub rail.
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ALWAYS prepare full Personal Protection Equipment (PPE) when an Electric Vehicle (EV)’s high voltage components/cabling may 
be damaged with a risk of short-circuiting from a collision incident
PPE Should Include:
•	 Class 0 electrical insulating gloves
•	 Insulated clothing
•	 Safety goggles
•	 Electrical Hazard (EH) rated safety shoes or boots rated for a MINIMUM of 1,000 volts
•	 Non-conductive object approximately 5 ft (1.5m) long suitable for safely extracting someone in contact with high voltage
Failure to comply can result in serious injury or death.

5. Stored Energy/Liquids/Gases/Solids

12V/24V

600-710V

High Voltage Components

All High Voltage components are identified by a High Voltage symbol and/or blaze-orange cabling.

The High Voltage battery packs are composed of four (4) High Voltage Lithium Iron Phosphate (LFP) battery packs connected in 

series, temperature maintained by a coolant loop using Dex-cool (orange in color). Capacity is 141 kWh at 600-710 volts of direct 

current (DC), with a nominal operating voltage of 614 volts.

The Low Voltage System is comprised of three 12 Volt Batteries, two of which are connected in series for a total of 24 Volts. The 

remaining 12 Volt Battery is used for accessories. 

The 12 Volt System activates the bus, and the 24 Volt System powers the components used for continuous operation.
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6. In Case of Fire

When a crash-damaged Electric Vehicle (EV) is exposed to fire, observe the following:
•	 PPE should include a Self-Contained Breathing Apparatus (SCBA) IN ADDITION to EV collision PPE
•	 Use large amounts of water to cool the high voltage batteries. 
•	 Use a thermal camera or Infrared (IR) temperature probe to identify hot spots
Failure to acknowledge can result in serious injury or death.

Fires in crash-damaged Electric Vehicles (EV)s could emit toxic or combustible gases. If gasses are present:
•	 Rinse exposed areas with large amounts of water for 10-15 minutes
•	 Open the bus doors to avoid build-up of gases
Failure to acknowledge can result in serious injury or death.

In the event of electric vehicle fire: Take appropriate measures to protect civilians downwind from the incident. 
•	 If possible, remove combustible materials from around the bus to prevent fire growth
Failure to comply can result in serious injury or death.

If water is not immediately available:
•	 Use CO2, dry chemicals, or another typical fire-extinguishing agent to fight the fire until water is available.
•	 Do NOT use foam type extinguisher.
Failure to comply can result in serious injury or death.

ALWAYS prepare full Personal Protection Equipment (PPE) when an Electric Vehicle (EV)’s high voltage components/cabling may 
be damaged with a risk of short-circuiting from a collision incident
PPE Should Include:
•	 Class 0 electrical insulating gloves
•	 Insulated clothing
•	 Safety goggles
•	 Electrical Hazard (EH) rated safety shoes or boots rated for a MINIMUM of 1,000 volts
•	 Non-conductive object approximately 5 ft (1.5m) long suitable for safely extracting someone in contact with high voltage
Failure to comply can result in serious injury or death.
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7. In Case of Submersion

If the bus is submerged in water, the High Voltage Batteries are designed to resist water intrusion following submersion. 

There is low risk of electric shock from contacting the bus’s body or frame in or out of the water.

Evacuate the bus immediately and remove the ignition key, if possible. Do not proceed with any disabling activities until the bus is no 

longer submerged and drained of water.

Once the bus is no longer submerged, park the bus at least 100 feet away from any combustible materials.

When water has been drained, it is safe to proceed with disabling procedures, but DO NOT attempt to remove manual service disconnects.

See Disable Direct Hazards/Safety Regulations section.

For more information, see Submerged hybrid/electric vehicles (NFPA Bulletin). 

Do NOT handle a submerged bus without the appropriate PPE for water rescue. 
Failure to comply can result in serious injury or death.

https://www.nfpa.org/downloadable-resources/safety-alert/submerged-hybrid-electric-vehicles
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The preferred method of towing a Blue Bird electric bus is to tow the bus with the front wheels on the ground. If the bus is towed 

with the rear wheels on the ground, the driveshaft MUST be removed:

8. Towing/Transportation/Storage

The bus may be equipped with optional tow hooks located just inside the access openings of the front and/or rear bumper.

After towing, damaged buses should be isolated outdoors until inspected. Separate the bus from all combustibles and structures 
by a distance of at least 100 ft (30 m). Failure to comply can result in serious injury or death.

After deactivation, the High Voltage system may take up to 10 minutes to de-energize. 
•	 Regardless of the disabling procedure you use, ALWAYS ASSUME THAT ALL HIGH VOLTAGE COMPONENTS ARE ENERGIZED!
•	 Do NOT secure the driveshaft to any High Voltage or Low Voltage wiring, cooling hoses, or brake lines.
•	 Do NOT Cut, crush, or touch high voltage components.
Failure to comply can result in serious injury or death.

Moving the bus with the rear wheels on the ground and driveshaft not removed, even for a short distance, can cause the drivetrain 
motor to overheat and lead to irreversible damage of the motor and possibly start a fire.

The bus should be lifted or manipulated only if first responders are trained and equipped at the technician level per the applicable 
country’s national fire training requirements and are familiar with this bus’ lifting points.
•	 Tow hooks are designed for horizontal pulling only; NOT FOR LIFTING.
•	 Never come into contact with the High Voltage battery or other High Voltage components.
Failure to comply can result in serious injury or death.

1.	 	 From under the bus, locate the driveshaft behind the rear axle housing and remove the capscrews that secure the yoke straps 
at the forward universal joint.

2.	 	 Using a pry bar, carefully apply linear pressure to the driveline allowing the slip joint to provide clearance from the universal 
joint. Carefully, lower the driveline allowing it to rest in the driveline guard.

3.	 	 Wrap the universal joint on the forward driveline with tape in order to retain bearings.

4.	 	 Moving to the rear joint at the axle housing differential, remove the capscrews that secure the yoke straps to the hub. 
Carefully, lower the driveline removing it from the driveline guard.

5.	 	 Wrap the universal joint on the end of the removed driveline with tape in order to retain bearings.

6.	 	 Store driveline in the rear of the bus in preparation for towing.

7.	 	 After the tow truck has been hooked to the bus, release the parking brake and remove the wheel chocks.

8.	 	 Discard removed capscrews and straps.  Use new capscrews and straps when reinstalling driveshaft.

Removing the Driveshaft
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9. Important Additional Information

Additional information about accident assistance and recovery of the bus with High Voltage Systems can be found at:

	 •	 SAE J2990 Hybrid and EV First and Second Responder Recommended Practice

	 •	 National Transportation Safety Board (NTSB) www.ntsb.gov

Contact Us

Visit Blue Bird at our website: www.blue-bird.com.

10. Explanation of Pictograms

Electric Propulsion

Charge Port

High Voltage LFP Battery

12V Battery DisconnectLow Voltage Battery

High Voltage Warning

High Voltage Power Cable

Hazardous to Human HealthFlammable Corrosive Substances Acute Toxicity

Thermal CameraUse Water to Extinguish Fire

Arc Flash Warning

Explosive

http://www.ntsb.gov
http://www.blue-bird.com
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